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TA Instruments Q2000 MDSC with 
detachable furnace.  
Å Sensitivity: <0.2 µW;  
Å Discovery Finned Air Cooling 

System;  
Å Operating temperature range: 

Ambient to 725 °C;  
Å Temperature accuracy: ±  0.1 °C; 
Å Baseline Curvature (50 to 300 °C): 

<0,15 mW;  
Å Baseline Reproducibility with 

Tzero: ±  10 µW  
Å Heating rate: 0.01 to 100 °C/min;  
Å Cooling rate: 0.01 to 20 °C/min;  

 
 



Tzero® DSC Sample Encapsulation Press  
A key contributor to the quality of DSC 
results is the sample preparation.  
The new Tzero press takes sample 
encapsulation to a higher level of  
performance and convenience in 
conventional and hermetic sealing of  
a wide variety of materials. The press kit 
includes die sets for the  
new Tzero aluminum and Tzero hermetic 
pans & lids.  
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Sample: baseline
Size:  45.0000 mg
Method: Cell constant calibration
Comment: baseline

DSC
File: C:...\proba 30 ppm 3 15,10
Operator: Petre
Run Date: 08-Apr-2013 10:53
Instrument: DSC Q2000 V24.10 Build 122

Exo Up Universal V4.5A TA Instruments

Two spectra on sample 1 �² 45 mg pressure tube. We can see a 
very good shape of the peaks  


